. HOLLAND
QUANTM i80 o AR
Industrial Pumps PRESSURE
TO PERFORM

AL series SST en HAS series CP, PP en PV series

TECHNICAL SPECIFICATIONS

Maximum Fluid Pressure 7 bar

Maximum Fluid Flow 300 Ipm

Maximum Particle Size 4.8 mm

Environmental Temp Rating -18 to 40 °C

Fluid Connection AL, SST 1.5 in BSPT
CP, PP, PV 1.5 in. ANSI/DIN

Suction Lift Dry 4.0 m
Wet 6.8 m

Approvals ATEX

Fluid Section Materials Aluminium, Stainless Steel, Polypropylene, Conductive Polypropylene, PVDF,
Hastelloy

Seat Options Aluminium, Santoprene, Geolast, Hytrel, Stainless Steel, Buna, FKM

Check Ball Options TPE, Santoprene, Geolast, Hytrel, PTFE, Buna, FKM, Stainless Steel, Acetal

Diaphragm Options 2-piece PTFE, PTFE OM, Santoprene, Buna, FKM, Geolast, Hytrel

Seals and Gasket Options  PTFE, Buna

ELECTRICAL RATINGS

RATED VOLTAGE PHASE HERTZ CURRENT PLUGTYPE APPROVALS
F2 motor 230V 1 50 Hz 15A NEMA L15-20 =

F4 motor 230V 1 50 Hz 15A No Plug ATEX




PERFORMANCE
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H 11.56
J 15.24
K 15.24

POLYPROPYLENE, CONDUCTIVE POLYPROPYLENE & PVDF [T
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WEIGHT:
PP, CP  27.7 KG
PV 30,4 KG
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